
POWRLINER™

8955
SEALED HYDRAULIC LINE STRIPERS



POWRLINER 8955 
FEATURE MAP

POWRLINER 8955
SPECIFICATIONS

MAX DELIVERY - GAS 9.5 l/min  
MAX OPERATING PRESSURE 227 bar 
MAX TIP SIZE (1-GUN) 0.054“ (1.372 mm)
MAX TIP SIZE (2-GUNS) 0.038“ (0.965 mm) 

ENGINE - GAS
200 cm³; Honda Motor; 

4.78 kW (6,5 PS), 100 W, 
with Low-Oil Alert

WEIGHT 153.8 kg
PART NUMBER 0290054H

DEADLOCK HANDLEBARS
Infi nitely adjustable in 3-planes

STRIPING GUNS
Includes S-3 Stainless 
Steel spray gun 
with premium TR1 
line striping tip. 

SMARTARM™

Pivots and lifts, making 
line adjustments and 
transportation quick and easy

POWRCENTER™ DASHBOARD
Convenient and easy-to-use, including 
the pressure control knob, tip holder, 
and cup holder

CONVENIENT 
HOSE RACK
Keeps hose conveniently stored 
on the rear of the striper. 

PRECISE PRESSURE 
CONTROL
From 27 to 227 bar, for spraying 
light-bodied coatings all the 
way up to low- VOC striping 
paints. 

SPEEFLO® 
HYDRADRIVE™ 
Provides extreme 
power and reliability. 

GX200 ENGINE
 Exceptionally quiet
 Smooth performance 

with lower vibration
 Low oil alert prevents engine seizure

®

HEAVY-DUTY FRAME
Resists harsh chemicals 
and corrosion

45 LITER PAINT HOPPER

LARGE 
PNEUMATIC TIRES
Increases portability and 
makes traveling over 
rough surfaces easier


